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DECREASING   PRESSURES

Ref DUT Correction %RDG Uc Ref DUT Correction %RDG Uc

Error k=2 Error k=2

0.0 0.0 0.0 0  700.0 700.2 -0.2 0.024 0.06

100.0 100.0 0.0 -0.008 0.03 600.0 600.2 -0.2 0.031 0.05

200.0 200.0 0.0 0.011 0.03 500.0 500.2 -0.2 0.035 0.05

250.0 250.0 0.0 0.016 0.04 450.0 450.2 -0.2 0.040 0.04

300.0 300.0 0.0 0.019 0.04 400.0 400.2 -0.2 0.039 0.04

350.0 350.1 -0.1 0.021 0.04 350.0 350.2 -0.2 0.042 0.04

400.0 400.1 -0.1 0.023 0.04 300.0 300.1 -0.1 0.044 0.04

450.0 450.1 -0.1 0.027 0.04 250.0 250.1 -0.1 0.049 0.04

500.0 500.1 -0.1 0.026 0.05 200.0 200.1 -0.1 0.056 0.03

600.0 600.1 -0.1 0.028 0.05 100.0 100.1 -0.1 0.086 0.03

 700.0 700.2 -0.2 0.024 0.06 0.0 0.1 -0.1 0  

 

 

Ref DUT Correction %RDG Uc Ref DUT Correction %RDG Uc

Error k=2 Error k=2

0.0 0.1 -0.1  700.0 700.2 -0.2 0.027 0.06

100.0 100.1 -0.1 0.065 0.03 600.0 600.2 -0.2 0.034 0.05

200.0 200.1 -0.1 0.042 0.03 500.0 500.2 -0.2 0.039 0.05

250.0 250.1 -0.1 0.037 0.04 450.0 450.2 -0.2 0.043 0.04

300.0 300.1 -0.1 0.036 0.04 400.0 400.2 -0.2 0.042 0.04

350.0 350.1 -0.1 0.034 0.04 350.0 350.2 -0.2 0.046 0.04

400.0 400.1 -0.1 0.034 0.04 300.0 300.2 -0.2 0.050 0.04

450.0 450.2 -0.2 0.035 0.04 250.0 250.1 -0.1 0.054 0.04

500.0 500.2 -0.2 0.031 0.05 200.0 200.1 -0.1 0.063 0.03

600.0 600.2 -0.2 0.031 0.05 100.0 100.1 -0.1 0.099 0.03
 700.0 700.2 -0.2 0.027 0.06 0.0 0.1 -0.1 0  
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INCREASING   PRESSURES

CALIBRATION RESULTS  RUN 2

Results for CPS SAMPLE

Scale Units : bar

Scale Units : bar

INCREASING   PRESSURES DECREASING   PRESSURES

CALIBRATION RESULTS  RUN 1
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       Scale Units bar

 

The red tolerance lines is the manufacturers maximium allowable error for this M1.

^ The error is the difference in reading between our reference and this M1 gauge.

 

  

The above expanded uncertainties (Uc) were calculated using a coverage factor k = 2.0

and define an interval estimated to have a 95% level of confidence.

 The above pressure readings  where taken via the  RS 232/USB port automatically,

 using a DH Instruments RPM4. Fluke Report number 1500127883.

Approximately 4 readings per second per point were taken, these readings were averaged,

 over 30 seconds to give the (DUT) results for this item.
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This M1 complies with its Crystal Engineering manufactured accuracy specification,

which is defined as +/- 0.04 %Span OR 0.2 %Rdg between 140 bar and 700 bar.
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